
Collier County Fire Prevention and Protection Code

POLICY AND PROCEDURE MANUAL

ARTICLE NUMBER: LPG 02-1

EFFECTIVE DATE: March 1, 2002

SUBJECT: Underground LP tanks in traffic areas

OBJECTIVE: To provide clarification of the protection requirements 
of NFPA 58 for underground LP tanks in traffic areas

BACKGROUND:
Underground LP gas installations in traffic areas have specific requirements for protection of the 
tank. The method of providing that protection has been questionable. This Policy and procedure 
should provide guidance in proper installations.

POLICY/PROCEDURE:
1. LP gas tanks and traffic boxes shall not be placed in parking areas. They may be placed 

only in traffic movement areas if the installation is in a parking lot.
2. Traffic boxes shall be designed and installed so as to protect the tank and piping without 

placing any force against the tank.

CODE REFERENCES:
NFPA 58 25.7.11(F)
NFPA 58 6.6.6.1(b)

ATTACHMENTS:
None

DISTRIBUTION: Big Corkscrew Island Fire District; East Naples Fire District; Golden Gate 
Fire District; Immokalee Fire District; Isle of Capri Fire District; North Naples Fire District; 
Ochopee Fire District; City of Marco Island Fire Department; Building Director, Collier County 
Community Development; Chief Inspectors, Collier County Community Development; Collier 
County Community Development Records; Collier Building Industry Association (CBIA); 
Subscribers
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